
1

25

Farnell June 2001 Book 2 CYAN MAGENTA YELLOW BLACK Page 25

25

Capacitors

C
ap

ac
ito

rs

Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

CAP158

570-3210.1
570-3100.068
570-3080.047
570-2910.033
570-2800.022
570-2780.015
570-2660.01
570-2540.0068
570-2420.0047
570-2050.0033
569-9630.0022
569-7930.0015
568-8550.001

100 Volt d.c.

568-6360.22
568-6240.15
568-6120.1
568-6000.068
568-5940.047
568-5820.033
568-5700.022
568-5690.015
568-5570.01
568-5450.0068
568-5330.0047
568-5210.0033
568-5100.0022
568-5080.0015
568-4910.001

500+100+50+10+5+Order CodeµF
Price Each50 Volt d.c.

Order Multiple=5

568-6365004.055.72200.22
568-6246503.055.71500.15

570-3215004.055.71000.1568-6128002.555.71000.1
570-3106503.055.7680.068568-6008002.555.7680.068
570-3086503.055.7470.047568-5948002.555.7470.047
570-2918002.555.7330.033568-5828002.555.7330.033
570-2808002.555.7220.022568-5708002.555.7220.022
570-2788002.555.7150.015568-5698002.555.7150.015
570-2668002.555.7100.01568-5578002.555.7100.01
570-2548002.555.76.80.0068568-5458002.555.76.80.0068
570-2428002.555.74.70.0047568-5338002.555.74.70.0047
570-2058002.555.73.30.0033568-5218002.555.73.30.0033
569-9638002.555.72.20.0022568-5108002.555.72.20.0022
569-7938002.555.71.50.0015568-5088002.555.71.50.0015
568-8558002.555.710.001568-4918002.555.710.001

D W H nFµFD W H nFµF
Order
Code

Qty Per
Reel

Dimensions100 Volt d.c.Order
Code

Qty Per
Reel

Dimensions50 Volt d.c.

2824–6560 Series – Surface Mount

157-0300.47
157-0280.33
157-0160.22
157-0040.15
156-9910.1
156-9800.068
156-9780.047
156-9660.033
156-9540.022
156-9420.015
156-9300.01

500+100+50+10+5+Order CodeµF
Price Each63 Volt d.c. – 2824 Series

Order Multiple=5

157-03012003.567.34700.47
157-02812003.567.33300.33
157-01615003.067.32200.22
157-00430002.567.31500.15
156-99130002.567.31000.1
156-98030002.567.3680.068
156-97830002.567.3470.047
156-96630002.567.3330.033
156-95430002.567.3220.022
156-94230002.567.3150.015
156-93030002.567.3100.01

HDWnFµF Order CodeQty per reel
Dimensions63 Volt d.c. 2824 Series

Ì Metallised polyester film surface
mount capacitors

Ì Large solder pads for excellent
solderability

Ì Flame retardant plastic case to
UL94V-O

Temperature range -55°C to +100°C
Tolerance ±20%
Climatic category 55/100/56

CAP226

157-1320.47
157-1200.33
157-1190.22

400 Volt d.c.

157-1071.0
157-0900.68
157-0890.47

250 Volt d.c.

157-0773.3
157-0652.2
157-0531.5

100 Volt d.c.

157-0414.7
63 Volt d.c.

500+100+50+10+1+Order CodeµF
Price Each6560 Series

157-13245071516.54700.47
157-12045071516.53300.33
157-11945071516.52200.22

400 Volt d.c.

157-10745071516.510001.0
157-09045071516.56800.68
157-08945071516.54700.47

250 Volt d.c.

157-07745071516.533003.3
157-06545071516.522002.2
157-05345071516.515001.5

100 Volt d.c.

157-04145071516.547004.7
63 Volt d.c

HDWnFµF Order CodeQty Per Reel
Dimensions6560 Series

MKS02 Series

63 Volt d.c. (40 Volt a.c.)

50 Volt  d.c.(30 Volt a.c.)

CAP35

149-112.0.1
149-111.0.068
149-110.0.047
149-109.0.033
149-108.0.022
149-1070.015
149-106.0.01
149-105.0.0068
149-104.0.0047
149-103.0.0033
149-102.0.0022
149-1010.0015
149-100.0.001

1000+500+100+50+25+5+Order CodeµF
Price Each63 Volt d.c.

Order Multiple=5

Lead length=5, Lead dia.=0.4, Lead Pitch=2.5

149-11234.67.51000.1
149-11134.67.5680.068
149-1102.54.67470.047
149-1092.54.67330.033
149-1082.54.67220.022
149-1072.54.67150.015
149-1062.54.67100.01
149-1052.54.676.80.0068
149-1042.54.674.70.0047
149-1032.54.673.30.0033
149-1022.54.672.20.0022
149-1012.54.671.50.0015
149-1002.54.6710.001

DWH Order Code
Dimensions

nFµF

106-1174.64.694700.47
106-1163.84.68.53300.33
106-11534.67.52200.22
106-11434.67.51500.15

DWH Order Code
Dimensions

nFµF

106-1170.47
106-1160.33
106-1150.22
106-1140.15

1000+500+100+50+25+5+Order CodeµF
Price Each50 Volt d.c.

Order Multiple=5

Ì MKS02 metallised polyester
Ì Sub miniature 2.5mm lead spacing
Ì Flame retardant case to UL94V-0

Operating temp. -55°C to +100°C Climatic category 55/100/21
Insulation resistance C <0.033µF @ 50V 3750MΩ @ 63V 10000MΩ Tolerance ±20%

C ≥0.033µF 5000 sec (MΩ µF) Power factor @
Temp. coefficient +330ppm/°C (+20°C to +70°C) 1kHz, 20°C 0.008
N.B. For ease of selection, capacitance value is listed in both µF and nF.
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